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Bestview IV Carbon and Black

Accessories Item no.

Sweatband 02.10.02.00010 (old:10990171)

Outer protective glas 02.10.02.00012 (old:77980449)

Inner protective glass 02.10.02.00014 (old:31871115)

Headstrap Bestview IV loose 02.10.02.00016 (old:31871119)

Approval no.

1/2/1/1

3 years of

warranty  

Suitable for grinding and TIG welding!

1.  Adjustable lightening delay 
and switching from welding 
to grinding. 

2. Adjustment of photo-
    sensitivity.

3.  Variable dimout manually  
adjustable.

1.

   
2.

3.

Model Bestview IV Carbon / Black

Field of view 98 x 43 mm

Filter measurements 110 x 90 x 9 mm 

UV/IR protection constant up to  
dimout no. DIN16

Light state DIN 4

Variable dimout from DIN 9 to DIN 13

Power on/off fully automatic

Switching time light-dark
Switching time dark-light

0,03 − 0,8 ms
0,25 s ~ 0,8 s

Operation welding/grinding

Operation temperature -5°C to +55°C

Storage temperature -20°C to +70°C

Material  polyamide

Total weight 530 g

Approval number 4/9-13 JAVAC 1/2/1/1 /379 CE

Carbon Black
Item no.: 02.10.01.00020 
                (old:31877111schwarz)

Bestview IV polyamide
Item no.:  02.10.01.00010 

(old:31877111black)

Features

▪  Suitable for TIG welding. Dims out from as little as 9 
amps.

▪ BESTVIEW IV is suitable both for welding and grinding.
▪ New, improved turnover-headstrap adjusts the helmet's 
 centre of gravity to suit the wearer.
▪ 2 3V lithium batteries.

Fully automatic, impact resistant, convenient − and 
they look fantastic!
Bestview IV Carbon and Black with automatic dimout  
are suitable both for welding and grinding. They have 
the same excellent wearing features as all Bestview 
helmets.

Automatic Welding Helmets


